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•	A SERIES OF CEILING MOUNTED FIXTURES AVAILABLE IN THREE DIAMETER 
OPTIONS, 10 5/8” (27 CM), 22 7/16” (57 CM) AND 38 3/16” (97 CM), 
USING 12V HALOGEN, METAL HALIDE, OR FLUORESCENT LAMPS

•	ALUMINUM BODY WITH 3 MIXED COLOR OPTIONS: BEIGE/WHITE,  
GREY/WHITE, AND BLACK/ORANGE

•	TAGORA 570 COMES WITH AN OPALINE POLYCARBONATE DIFFUSER, 
ANTI-UV TREATED

•	CMH VERSION INCLUDES PROTECTION GLASS
•	LAMPS CAN BE MAINTAINED WITHOUT THE NEED FOR TOOLS
•	ELECTRONIC BALLAST
•	347V OPTION NOT AVAILABLE
•	FOR CFL DIMMING OR EMERGENCY BALLAST OPTIONS CONSULT  
YOUR LOCAL ARTEMIDE SALE REPRESENTATIVE

TAGORA CEILING
design S. & R. CORNELISSEN

TAGORA

TAGORA (C)

TAGORA (C)
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T6 CMH (G12) 1x70W Cd 	 Beam	Spread	48˚
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T5-HO (Mini Bi-Pin)  Cd
4x24W + 4x39WIP20   black/orange 1   beige/white 2   grey/white 6

T5-HE (Mini Bi-Pin)

T5-HO (Mini Bi-Pin)

CODE DESCRIPTION SUPPLY

USC-M0177_8S00C1 T5-HE (Mini Bi-Pin) 4x14W + 4x21W UNV

USC-M0177_8H00C1 T5-HO (Mini Bi-Pin) 4x24W + 4x39W UNV

TAGORA 970 CEILING
9”

23 cm

ø 38 3/16”
ø 97 cm

IP20   black/orange 1   beige/white 2   grey/white 6

Quad CFL (G24q-3)

T6 CMH (G12)

CODE DESCRIPTION SUPPLY

USC-M0185_8S00CE Quad CFL (G24q-3) 2x26W UNV

USC-M0187_8S00CE T6 CMH (G12) 1x35W 48° Medium UNV

USC-M0188_8S00CE T6 CMH (G12) 1x35W 62° Flood UNV

USC-M0187_8H00CE T6 CMH (G12) 1x70W 48° Medium UNV

USC-M0188_8H00CE T6 CMH (G12) 1x70W 62° Flood UNV

TAGORA 270 CEILING

13”
33 cm

ø 10 5/8”
ø 27 cm

IP20   black/orange 1   beige/white 2   grey/white 6

Double TT5 (2G11)
CODE DESCRIPTION SUPPLY

USC-M0181_8M00CE Double TT5 (2G11) 4x24W (dimming not available) UNV

USC-M0181_8H00CE Double TT5 (2G11) 4x36W UNV

DIMMABLE 5%

USC-M0181_8H00H3 Double TT5 (2G11) 4x36W UNV

TAGORA 570 CEILING

7 1/2”
19 cm

ø 22 7/16”
ø 57 cm
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•	A SERIES OF PENDANT FIXTURES AVAILABLE IN FOUR DIAMETER OPTIONS,  
3 3/16” (8 CM), 10 5/8” (27 CM), 22 7/16” (57 CM), AND 38 3/16” (97 CM),  
USING 12V HALOGEN, METAL-HALIDE, AND FLUORESCENT LAMPS

•	ALUMINIUM BODY WITH 3 MIXED COLOR OPTIONS: BEIGE/WHITE,  
GREY/WHITE, AND BLACK/ORANGE

•	DIRECT OR DIRECT/INDIRECT ILLUMINATION AVAILABLE  
WITH TAGORA 570 AND TAGORA 970

•	ALUMINIUM REFLECTOR WITH CMH VERSION, WITH A CHOICE  
OF UP TO THREE BEAM SPREADS

•	TAGORA 570 AND TAGORA 970 COME WITH AN OPALINE POLYCARBONATE DIFFUSER, 
ANTI-UV TREATED

•	INTEGRAL ELECTRONIC TRANSFORMER WITH 12V HALOGEN VERSION, DIMMABLE  
BY TRAILING EDGE EXTERNAL DIMMER

•	INTEGRAL ELECTRONIC BALLAST OR DIMMABLE ELECTRONIC BALLAST  
FOR CFL VERSIONS, EMERGENCY BALLAST AVAILABLE AS AN OPTION

•	CMH VERSIONS INCLUDE ELECTRONIC BALLAST AND SAFETY GLASS
•	78 3/4” (200 CM) LONG STEEL SUSPENSION CABLE WITH QUICK ADJUSTMENT SYSTEM
•	ALL CANOPIES AND ELECTRICAL FEEDS ARE AVAILABLE IN STANDARD WHITE FINISH.
NOTE: FOR ALL OTHER AVAILABLE FINISHES, PLEASE CONSULT YOUR LOCAL ARTEMIDE 
SALE REPRESENTATIVE

TAGORA SUSPENSION
design S. & R. CORNELISSEN

TAGORA

TAGORA (S)



Tim
New Stamp



H
m

1

2

3

4

5

Ø
m

0,39

0,78

1,17

1,56

1,94

EMax
lux

3508

877

390

219

140

EM
lux

1663

416

185

104

67

-90° 90°

877

1754

2631

3508

MR16 (GU5.3) 35W Cd 	 Beam	Spread	25˚IP20   black/orange 1   beige/white 2   grey/white 6

T4 CMH (GU6.5)

MR16 (GU5.3)

CODE DESCRIPTION SUPPLY

USC-M0193_8H01C1 T4 CMH (GU6.5) 20W 120V

USC-M0178_8H01C1 MR16 (GU5.3) 35W 120V

USC-M0179_80SPH01C1 LED 8W 31K Spot 120V

USC-M0179_80WFLH01C1 LED 8W 31K Wide Flood 120V

TAGORA 80 SUSPENSION

13”
33 cm

ø 3 3/16”
ø 8 cm

ø 3 15/16”
ø 10 cm

max 78 3/4”
max 200 cm
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T6 CMH (G12) 1x70W Cd 	 Beam	Spread	48˚IP20   black/orange 1   beige/white 2   grey/white 6

Quad CFL (G24q-3)

T6 CMH (G12)

CODE DESCRIPTION SUPPLY

USC-M0195_8H00C1 Quad CFL (G24q-3) 2x26W UNV

USC-M0196_8S00C1 T6 CMH (G12) 1x35W 48° Medium UNV

USC-M0197_8S00C1 T6 CMH (G12) 1x35W 62° Flood UNV

USC-M0196_8H00C1 T6 CMH (G12) 1x70W 48° Medium UNV

USC-M0197_8H00C1 T6 CMH (G12) 1x70W 62° Flood UNV

TAGORA 270 SUSPENSION

ø 10 5/8”
ø 27 cm

ø 7 1/8”
ø 18 cm

13”
33 cm

max 78 3/4”
max 200 cm
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Double TT5 (2G10) 4x36W CdIP20   black/orange 1   beige/white 2   grey/white 6

Double TT5 (2G11)
CODE DESCRIPTION SUPPLY

USC-M0198_8M00C1 Double TT5 (2G11) 4x24W (dimming not available) UNV

USC-M0198_8H00C1 Double TT5 (2G11) 4x36W UNV

TAGORA 570 SUSPENSION

ø 22 7/16”
ø 57 cm

7 1/2”
19 cm

ø 7 1/8”
ø 18 cm

max 78 3/4”
max 200 cm
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T5-HO (Mini Bi-Pin) Cd
4x24W + 4x39W IP20   black/orange 1   beige/white 2   grey/white 6

T5-HE (Mini Bi-Pin)

T5-HO (Mini Bi-Pin)

CODE DESCRIPTION SUPPLY

USC-M0199_8S00C1 T5-HE (Mini Bi-Pin) 4x14W + 4x21W UNV

USC-M0199_8H00C1 T5-HO (Mini Bi-Pin) 4x24W + 4x39W UNV

DIRECT + INDIRECT EMISSION

USC-M0201_8S00C1 T5-HE (Mini Bi-Pin) 4x14W + 4x21W UNV

USC-M0201_8H00C1 T5-HO (Mini Bi-Pin) 4x24W + 4x39W UNV

TAGORA 970 SUSPENSION

9”
23 cm

ø 38 3/16”
ø 97 cm

ø 7 1/8”
ø 18 cm

max 78 3/4”
max 200 cm
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